TEST YOUR WELL
As summer approaches and many of the
District’s residents are preparing to enjoy
another summer of fun and activity in the

Wisconsin
Department
of
Natural
Resources:
http://dnr.wi.gov/topic/Wells/privateWellTest.
html
Wisconsin State Lab of Hygiene:
nhttp://www.slh.wisc.edu/ehd/watermicro/

Geneva Lake area, the Linn Sanitary District
would like to remind you to test your drinking
water well. It is up to the home owner to
assure their drinking water is potable and of
good quality.

The Linn Sanitary District

strongly encourages home owners to test their
wells annually, usually in the spring. If your
water has been turned off or has not been used
for several weeks, it is good to test your water
when you turn it back on and before you drink
it. The most common parameter tested for is
coliform bacteria. If you have some taste,
color or odor problems consider testing for
additional parameters.
If you are interested in testing your well
visit the following web pages or call us at 262245-4532. Depending upon what you want to
test for, there are specific protocols and bottles
that must be used.

A REMINDER
We are grateful to the many district
residents who took the time and effort to
improve or repair their systems. On behalf of
the lake and all those who drink the
groundwater, thank you.
The Linn Sanitary District is working with
the Walworth County Sanitation Division to
get all POWTS within the District up to a
functioning properly. There are still several
systems identified by our inspection program
as having some serious problems that still
need to be rectified.
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The Linn Sanitary District has met on
several occasions with the Walworth County
Sanitation Division to discuss options for
upgrading those systems that are still
problematic. Those who have not done
anything to upgrade their failing systems will
be hearing from us and the Walworth County
Sanitation Division soon.
If you have question on your private on-site
wastewater treatment system or well feel
free to contact the Linn Sanitary District at
262-245-4532.
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sends out an ”orange card” every three years to
remind owners that it’s time to pump their septic
tank.
It is not recommended to use additives to help

